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1671 45
BRAZO A TECHO REDONDO 15cm
ROUND ROOF ARM 15cm
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Descripcion / Description

Brazo a techo redondo 15cm fabricado en laton CW617N acabado en cromado de alta calidad.
Conexion estandar G1/2”. Disefio contundente y compacto, que fusiona la elegancia y la tecnologia en
los mas altos estandares de calidad.

Round roof arm 15cm made in brass CW617N high-quality chrome plated finish . Standard wall connection
G1/2”

The design its robust and compac, that fuses elegance and technology with the highest quality

standards.

Caracteristicas ‘ Features ‘

1) Brazoy cobertor en latén segin UNE-EN 1) Body made in brass according to
1982. UNE-EN 1982.

2) Cromado segun EN 248. 2) Chrome plated according to EN 248.

3) Temperatura maxima: 85 °C. 3) Maximum temperature: 85 °C.

4) Temp. max. recomendada: 65 °C. 4) Max. recommended temp.: 65 °C.

5) Presidn maxima: 10 bar. 5) Maximum pressure: 10 bar.

6) Presién minima: 0,5 bar. 6) Minimum pressure: 0,5 bar.

7) Presién recomendada: 1 - 3 bar. 7) Recommended pressure: 1 - 3 bar.
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Calidad de los productos Genebre en griferia / Genebre general quality in taps

La griferia GENEBRE esta disefiada y fabricada segun los estandares europeos de calidad, como la UNE-EN 19703 ofreciendo asi al cliente la
funcionalidad, durabilidad y seguridad esperadas.

El latén empleado en nuestros cuerpos y componentes pertenece a las aleaciones CC754S segin norma EN 1982 y CW617N seglin norma EN 12165.
Las superficies cromadas cumplen la norma EN 248, resistencia a la niebla salina 5% (NaCl), Ph 6,5 T 362C. seguin ISO 9227.

Los atomizadores cuentan con casquillos en laton cromado resistente a la corrosion y cartucho aireador en plastico anti calcareo, seguin lo especificado
en la norma EN 246.

Utilizacién de cartuchos mezcladores con discos ceramicos de alta calidad fabricados en Al203 99%, segun normas EN 200 y NF 077 capaces de resistir
mds de 200.000 maniobras y ofrecer la suavidad y estanqueidad originales.

Los sistemas de giro de los cafios han sido fabricados segin norma EN 817, siendo capaces de resistir mas de 80.000 maniobras.

Empleamos valvulas anti retorno en mezcladores termostaticos segiin norma EN1717 a fin de asegurar la no intercomunicacion.

Todos los cartuchos termostaticos estan dotados de un sistema de seguridad anti escaldamiento segiin norma EN 1111.

Nuestros mangos de ducha estan fabricados segiin norma EN 1112 y los Flexos de ducha fabricados segtin norma EN 1113. Las Conexiones flexibles
segun norma UNE EN 13618.

A fin de asegurar el cumplimiento de estas normas la empresa GENEBRE posee diferentes certificaciones: ISO 9001 Sistema de Gestion de la Calidad.
ISO 14001 Sistema de Gestion Ambiental.

GENEBRE posee productos homologados por el Ministerio de Industria y Energia de Espafia.

Conexiones usadas en nuestros productos fabricadas segun UNE EN 13618

Certificacion de mecanismos y componentes en laboratorios acreditados por ENAC.

Genebre posee productos certificados por el Laboratorio Oliver Rodés, confirmando el cumplimento de los criterios sanitarios de la calidad del agua
para el consumo humano (RD 140/2003 de 07 de febrero (legislacién espafiola) y de la directiva europea relativa a la calidad de las aguas destinadas
del consumo humano.

La garantia de los productos GENEBRE estd mundialmente reconocida.
Ofrecemos un servicio de asistencia técnica, asi como de resolucién de incidencias.

GENEBRE’s taps are designed and manufactured in compliance with European standards, such as UNE-EN 19703, to comply with and exceed the
European Product Directives, thereby offering customers the desired functionality, durability and safety.

The brass used for our taps and components is according to CC754S alloy, in compliance with standard EN 1982 and CW617N alloy in compliance with
standard EN 12165.

Chromed surfaces are in compliance with EN 248, resistant to 5%salt spray (NaCl), PH 6.5 T 362C,in compliance with standard ISO 9227.

Aerators have chrome-plated brass casings resistant to corrosion and plastic anti-lime scale aerator cartridges, in compliance with standard EN 246.
Use of mixing cartridges with high-quality ceramic discs manufactured in AI203 99%, in compliance with standards EN 200 and NF 077 capable of
withstanding more than 200,000 manoeuvres and offering the original softness and water tightness.

The rotation systems of the water spouts have been manufactured in compliance with standard EN 817 and are capable of withstanding more than
80,000 manoeuvres.

We use anti-backflow valves in thermostatic mixers in compliance with standard EN1717 to ensure there is no backflow.

All thermostatic cartridges are fitted with an anti-scalding security system in compliance with standard EN 1111.

Our handshowers are manufactured in compliance with standard EN 1112 and the Shower hoses are manufactured in compliance with standard EN
1113. The flexible connections in compliance with standard UNE EN 13618.

By means of ensuring these standards are complied with, the company GENEBRE hold different certifications: ISO 9001 Quality management system
and ISO 14001 Environmental management system.

GENEBRE owns products approved by the Spanish Ministry of Industry and Energy.

Connections used in our products manufactured according to UNE 13618.

Certification of mechanisms and components in ENAC-accredited laboratories.

Genebre owns products certified by the Laboratory Oliver Rodés, confirming compliance with the sanitary criteria for the quality of water for human
consumption (RD 140/2003 dated 7 February — Spanish legislation) and European Directive relating to the quality of water intended for human
consumption.

The guarantee of GENEBRE’s products is internationally recognized.
We provide a technical assistance service, as well as an incident resolution service.
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